® Parameter sMOT

00000000000
000 OLED Screen ID (125Khz)
H0000000000000R00000R00000R0000
0ao EA-93
ooao 96 x 96 x 22 (mm)
O0000o0OotOoOoOO 12V = 3VDC
000oooooa &lt; 1W
0000000000 13.56MHz IC
0000o0OotOoOoon 60mm
O0000o0OotOoOoon 150m
O00o0o0Oo0Oooooo WG26 / WG34
O0o00o00oOo0OonO 1bit / MS
0000000000000 4bit / 8bit
0o 0000 / 000 (000000C00000)
0000000000000 0ooo
00000000000 I
U0000000D0O0000O -30°C ~ 65 °C
000000000000 0.2kg




®WaterproofIC(13.56 Mhz) WG access control card reader EA-93 SMQT

KEA-93

Waterproof IC(13.56 Mhz) WG access control card reader

IC(13.56Mhz) card type
WG26/34 communication format(optional)
Waterproof IP66 level
Laser carving and wear resisting keyboard
Short circuit and lightning protection
Tamper device
Plug type connection, easy to install
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® Packaging & shipping smar

[O0000C0O000C0OO
000R00000D0o0 Waterproof (00000 IC 13.56MHz) O00000000C0000000000000000CO EA-93
0o0oo 36 (00000000000
0o0ooooto 45*32* 32 (00.)
0000000 9kg
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e Exhibition SMQT

2011 Brazil Fair 2012 Shenyang Fair 2013 Jinan Fair 2013 Shenzhen Fair
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2012 Shenyang Fair 2013 Shenyang Fair 2013 Shenzhen Fair 2015 Shenzhen Fair



