® Parameter SMOT

sartname
Uriin ad Kablosuz Manyetik Kap1 sensoru
Model numarasi EB-130
Calisma gerilimi 12V
Calisma mesafesi 40 = 5 (mm)
iletim frekansi 315MHZ / 433MHZ
iletim mesafesi =100m
® Introduction SMOT

Kablosuz kap1 sensort, kablosuz kapi sensoru ¢alisma ¢ok giivenilir giivenlik sistemleri
aksesuarlari, ¢cok populer bir cihazin, bir turKablosuz arada kompakt, ozellikle is, kurulum
yapar ve ¢ok rahat ve esnek kullanin.
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® Dimesion Picture SMOT



@ Installations SMOT
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Gap must<10 mm
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__ Function:To detect the door, window, drawer, ambry is illegally
|| - open or move.

Features:Triggered under the armed state, there will be alarm
signal to send to alarm host.
Installation: installed at the closed door and drawer.(PS:Detectors

and magnetic stripe is opposite, the spacing of less tha
1 ¢m) T !
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Installation Instruction
Signal emitter  Magneic strip

1, Emitter and magnetic stripe with two-side glue stick on the door and door frame,
as far as possible between closed without gap

* Suitable for wood door/window or glass door/window.

® Packing list SMQT

paketleme listesi
Adet 200 / kutu
Karton boyutu 40L * 30W * 20H (cm)
Agirhik 10kg




@ In the Office SMOT

® Exhibitions SMOT



2011 Braril Faar 2012 Shenyamp Fair 2015 Jimnm Fair 2015 Shemzrhen Faar

2012 Shenyomp Faarx 2015 Shenyamp Fair 2013 Shemzhen Faixr 2015 Shemrhen Faoarx



