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® Parameter SMQT
Belirtimi

Uriin ad1 Kablolu manyetik kapi kisi sensor

Boyutlar ®10 * 18,5 (mm)

Baglanti Normalde acik / normalde kapal

Calisma mesafesi 20 £ 5 (mm)

Maksimum basing <100VDC

Yuk akimi <500mA

Calisma gucu <10W

Konut malzeme ABS yanmaz malzeme

Sekil renk Kahverengi / beyaz

Kapsam Demir kap1 veya pencere

Uriin agirhg 8g

® Dimesion Picture SMQT
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® Installations
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Sash window

In window close status, door

magnetic host and magnetic

stripe respectively embedded in

the two Windows, do not to leave

a gap between, open the window

after the success of alarming, Then to fixed.

Notice:

Gap<2cm
Sliding window

In window close status, door

magnetic host and magnetic

stripe respectively embedded in

the two Windows, do not to leave

a gap between, open the window

after the success of alarming, Then to fixed.

) Features SMOT

1. kuguk boyutu, kolay, guvenilir performans, paslanmaz ¢elik, asinmaya dayanikh ve yuksek
sicaklik yuklemek.

2. yok beklemede gug tuketimi

3. ne zaman yukleme, istikrarli, muhir optik ve sensorler baska tur sert ¢cevre galismiyor
cunku

Manyetik sensor hala normal kullanim, kolay ayarlamak icin yuklemek basit olabilir



Magnetm Con,_'l-
safe door hap llfe”t
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(Notice:need match the home :

al SMOT
Paket bilgilerini
Miktar 2000 / kutu
Karton boyut 37,5 L*29.5W*20 H (cm)
Paket agirhgi 20.94kg




@ In the Office SMQT



® Exhibitions SMQT

2011 Frazil Faair 7017 Shenymup Fair 2013 ]i.lﬂ-'l Fair 2013 Shemzhem Fair

i".

2012 Skhenyamp Fair 7013 Shenymup Fair 2013 Shemzrhen Faax 2015 Shemzrhen Fair



