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Parametre
fsim Su gecirmez tus takimi kimligi (125Khz) Erisim kontrol
kart1 okuyucu
Model EA-92K
Boyut 96 x 96 x 22 (mm)
Calisma voltajt 12V £ 3VDC
Yurtayen gic <lw
Kart tipi 125 KHz Kimlik
Indiiksiyon mesafesi 60 mm
Kablo mesafesi 150m
fletisim bigimi WG26 / WG34
fletim iz 1 bit/ ms
Tus cikisi 4bit / 8bit
Renk Siyah / Beyaz (istege bagl)
Su gecirmez IP66
Kabuk malzemesi pPC
icin uygun Ev ofis erisim kontrol sistemi
Ortam sicakligi -30°C ~65°C
Net agirlik 0,25 kg
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EA-92K

Waterproof kevpad ID(125Khz) access control card reader

ID(125Khz) card type

Wiegand 26/34 communication(optional)
Waterproof,IP66 level
Laser carving and wear-resisting kevboard
Short-circuit and lightning protection
Tamper device
Plug type connection,easy to install
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Power supply Converter
12V DC .
- (RS485 to RS232)
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® Packaging & shipping sMat
Ambalaj listesi
Uriin ad1 Su gecirmez tus takimi kimligi (125Khz) Erisim kontrol kart1 okuyucu EA-92K
Miktar Karton basina 36 parga
Karton boyutu 45 * 32 * 32 (cm)
Agirhik 10kg
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2011 Brazil Fair 20112 Shenyang Fair 20113 Jinan Fair 2013 Shenzhen Fair
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2012 Shenyang air 2013 Shenyang Fair 2013 Shenzhen Fair 2015 Shenzhen Fair



