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s0 san pham

EA-82K (Tluy chon mau den va trang)

bién ap hoat dong

DC12V + DC3V

Cong sudt tiéu thu & Lt; 2W

Loai thé 125kHz 1D

khoang cach doc 60mm

ho so luu trix 10000

Nguoi dung da dang ki 10000

phuong phép truyén thong RS485

téc do truyén 9600bps (N, 8,1)

bo nhé luu trix 4MbitsFLASHMemory
Kich thudc 96L * 96W * 22h (mm)
Vat liéu nha & PC

Nhiét d6 hoat déng .30 °C ~+ 65 °C

Mo clra Thé tin dung/Thé + mat khau/UID + mat khdu/Mat khdu Coéng

@ Introduction

SMQT

Hé thong ki€ém soét truy cap RFID véi giao thitc TCP / IP, cong
RS485 connet cong viec may tinh véi software.It la viéc tiép can
RFID kiém so&t ban phim chong thdm nuéc dau doc doc 1ap véi thiét
ké doc dao.

* Thiét ké doc dao (bang sang ché xuat hién), Vo véi tri mo, cam
thay thoai mai.

* Str dung cong nghé khac laser, méac trén ban phim s6, dung kéo dai
sé khong roi; tiét kiém nang luong ban phim cé
breathingbackgroundLight, nit chu6éng ctra Takeout, thdm chi phong
cach hon.

* Lua chon véat liéu PC nhép khau, chong va dép, chiu nhiét, chong &n
mon rat manh.

* C6 cong nghé luu trir tién tién FLASH, ngay ca khi dién duoc tat dé
tiét kiém dir liéu trong 10 nam.

* C6 chirc nang diéu khién phién hop nhém 100, nguoi dung c6 thé
mao canh ctra thoi gian va quy cach. Co6 san trén céc thiét lap may
(khi an) Cé thé duoc cung cap trong phan mém.

* Ch thé dang ky thé nguoi st dung trén mdy tinh bang thé quan tri



(khi an) Pé duoc dang ky bdi cdc phan mém st dung.

* Hon bay loai st dung linh hoat cdc mat kh&u, kiém soat truy cép
khéng phai la siéu méat khau, méat khau ca nhén c6 thé duoc dat truc
tiép trén may tinh cling c6 thé duoc thiét 1ap trong phan mém (khi
mang).

* Cé chirc nang chong stress, nhap vao méat khau ca nhan nguoc lai,
tin hiéu bao dong dau ra ngay lap tic sau khi, trung tam bao dong
truy cap mo.

* Dé truy cap dir liéu duoc ghi cé thé dwoc nhap khau thong qua céc
phan mém nhu ho so tham du.

* Tich hop dau doc thé, nhung vdéi tin hiéu dau ra WG, dau doc the
bén ngoai (WG26 / 34), Truot hai chiéu.

* Nang an toan cao, khong tham nudc (Cap IP67), Tamper.

* C6 mot dao nguoc bao vé hién tai, chong sét, thiét ké chong tai
nan, tu phat hién.

* Day cam, dé cai dat

* Phan mém mién phi, tinh ndng don gian va r6 rang, dé dang hoat
dong.
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@ Installations SMOT
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@ Features SMOT

1.Waterproof chuc nang;
2. voi anh sang sao luru ban phim degital, chitc nang
chuong cua.
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2011 Brazil Fair 20112 Shenyang Fair 20113 Jinan Fair 2013 Shenzhen Fair
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2012 Shenyang air 2013 Shenyang Fair 2013 Shenzhen Fair 2015 Shenzhen Fair



