® Parameter

sMaT

Tham so
Tén C.1}’6ng tpéim mr(yﬁc ban phim ID (125Khz) Pau doc thé
kiém soat truy cap
M6 hinh EA-92K
Chiéu hudng 96 x 96 x 22 (mm)
bién ap lam viéc 12V + 3VDC
dién Wroking & Lt; 1w
Loai thé 125Khz ID
khoang cach cam ung 60mm
khoang cach cép 150m
dinh dang truyén thong WG26 / WG34
ty 1& truyén 1bit / ms
san lugng ban phim 4bit / 8bit
Mau Den / Trang (tuy chon)
Khong tham nude IP66
Shell liéu PC
Phu hop cho hé théng nha van phong kiém soat truy cap

nhiét d6 méi truong

-30°C ~ 65 °C

Khoi lwong tinh

0.25kg
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EA-92K

Waterproof kevpad ID(125Khz) access control card reader

ID(125Khz) card type

Wiegand 26/34 communication(optional)
Waterproof,IP66 level
Laser carving and wear-resisting kevboard
Short-circuit and lightning protection
Tamper device
Plug type connection,easy to install

2 vears warranty,welcome OEM

sMQT

®In-kind shooting



sMarT

o Installation



Power supply B,
— 12V DC -
(RS485 to RS232)

EM Lock Nh

Access controk

Wiegand eader keypad
EA-92K | EA-
] L [ ]
® Packaging & shipping sMat
danh sach bao bi
Tén san phdm Chéng tham nudc ban phim ID (125Khz) kiém soat truy cap doc thé EA-92K
S6 luong 36 chiéc moi thung carton
Kich thudc carton 45 * 32 * 32 (cm)

Can nang 10kg
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o Office show sMoT

eExhibition SMQT



2011 Brazil Fair 20112 Shenyang Fair 20113 Jinan Fair 2013 Shenzhen Fair
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2012 Shenyang air 2013 Shenyang Fair 2013 Shenzhen Fair 2015 Shenzhen Fair



